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The  hardware  shown  in  this  catalogue  is  the  hard¬ 
ware  ivhich  has  been  successfully  used  in  more 
restorations  of  historic  American  buildings  than  any 
other  nationally  advertised  make.  This  selection ,  which 
antiquarians  have  called  the  finest  made  since  the  18th 
century ,  is  representative  of  many  regions  and  types , 
and  restorations  will  find  it  possible  to  fill  many  of 
their  hardware  needs  from  these  stock  items,  without 
the  added  cost  of  special  copies.  However,  no  catalogue 
could,  completely  cover  the  field,  nor  could  ive  hope  to 
list  the  many  variations  on  these  themes.  If  you  do 
not  find  here  the  hardware  which  you  need,  you  are 
not  limited  to  these;  for  ive  can  reproduce  any  of  the 
hundreds  of  other  original  pieces  in  our  collection  and 
are  prepared  to  work  from  excavated  artifacts,  draiv- 
ings,  original  hardware,  or  other  research  data,  to 
help  you  recreate  as  exactly  as  possible  the  original 
appearance  of  the  building.  Our  experience  in  the 
restoration  field  is  at  your  disposal  and  we  welcome 
your  inquiry. 

Donald  Streeter  hardware  is  not  die  stamped,  cast, 
nor  reworked  commercial  hardware.  It  is  strictly 
hand  forged  by  us  in  our  oivn  shop  from  the  finest 
materials,  faithfully  copied  from  good  originals,  and 
is  fully  guaranteed  so  to  be.  Please  read  carefully  all 
descriptions,  purchasing  and  installation  information 
before  ordering ,  and  include  all  information  required 
so  that  we  can  fill  your  order  correctly  with  no  delay. 
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1022 


THUMB  LATCHES  for  Exterior  Doors 

These  are  hand  forged  from  pure  Swedish  wrought  iron,  and 
all  are  sold  complete  with  latch  bar,  staple  guard  and  keeper  of 
proper  period,  type,  and  size.  See  installation  sheet  for  optional 
latch  bar  assemblies  to  meet  special  circumstances.  When  a  latch 
is  used  on  a  door  with  a  cylinder  lock  the  two  should  be  mounted 
separately,  the  lock  usually  above  the  latch  and  painted  the  color 
of  the  door  for  camouflage  so  that  the  earlier  shape  of  the  latch 
will  be  the  center  of  interest.  Latches  1001,  1002,  and  1006, 
originally  made  with  straight  lifts,  can  be  furnished  that  way  for 
restorations,  but  for  residential  use  the  curved  lift  is  preferred 
and  is  standard. 

1001/-  Imposing  latch  from  the  Hudson  valley.  This  is  for  a  door 
with  wide  stiles,  or  plank  door,  for  the  cusps  are  5V&”  wide.  Latch 
is  14"  high,  with  hand-filed  bevels  and  a  boss  with  diagonal  cross 
at  the  center  of  the  grasp. 

1022  Striking  latch  from  New  England,  with  bean  and  spear 
design.  A  fine  example  of  freehand  forging,  in  which  the  original 
smith  achieved  good  flowing  design  with  simple  means  and  infor¬ 
mality.  A  good  country  latch  made  in  two  sizes,  3%"  wide, 
high,  and  2%"  wide,  lO1//'  high. 

1032  Dominant  upper  cusp  latch  from  Pennsylvania  with  tra¬ 
ditional  German  design  elements  and  a  degree  of  formality. 
Delicately  hand-filed  with  modified  shell  design  in  the  generous 
flat  thumb  press.  Latch  is  3 14"  wide,  14l/i"  high. 

Always  specify  door  thickness  for  thumb  latches. 
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THUMB  LATCHES  for  Exterior  Doors 

1002  Swivel  lift  latch  found  in  variation  throughout  the  English 
settlements  from  1750  to  about  1840.  This,  like  latch  1001,  has 
the  true  swivel  lift  pinned  through  the  slot  in  the  neck.  Made  in 
two  sizes,  3"  wide,  12"  high,  for  exterior  doors,  and  2"  wide, 
8 1/2"  high.  (See  latches  for  interior  doors.) 

1012  Unique  latch  from  Pennsylvania.  The  round  grasp  has 
cross-filed  bands  and  all  edges  have  hand-filed  bevels.  The  thumb 
press,  of  unique  half-oval  shape,  has  its  front  edge  rolled  under 
in  a  soft  scroll,  and  the  lift  terminates  in  a  rounded  roll.  A  very 
distinctive  latch  with  modified  heart  and  fleur  de  lis  motifs.  33/4" 
wide,  11"  high. 

1023  Early  18th  century  latch  from  the  English  settlement  in 
Chester  County,  Pa.  The  original  was  obviously  made  by  a  pro¬ 
fessional  latch  maker,  for  the  careful  and  competent  workmanship 
bespeaks  the  specialist.  Nicely  filed  bevels,  accented  in  the  early 
style,  with  a  cross  band  on  the  rounded  rectangular  grasp.  2%" 
wide,  10%"  high. 

102U  Pennsylvania  latch  combining  two  favorite  German  design 
elements,  the  Tulip  and  the  Heart.  This  graceful  latch  could  be 
an  American  smith’s  interpretation  of  older  Continental  forms, 
for  a  provincial  feeling  is  evident.  3"  wide,  11"  high. 

1030  Early  English  latch  of  simple  dignity.  Like  latch  1023,  this 
appears  to  be  the  work  of  a  practicing  latchmaker,  for  the  forging 
has  the  direct  and  sure  appearance  characteristic  of  the  work  of 
those  who  specialized  rather  than  the  less  disciplined  look  of  the 
provincial  and  general  smith.  Bold  and  effective.  314"  wide, 
111/4"  high. 


Always  specify  door  thickness  for  thumb  latches. 


1001  1002  1022  1009  1007  1006 


THUMB  LATCHES  for  Interior  Doors 

1001  The  most  used  latch  of  the  late  18th  and  early  19th  centuries, 
aptly  named  the  Lima  Bean  Latch.  The  simplest  of  latches,  of 
English  import,  and  used  throughout  the  settlements,  it  is  a  swivel 
lift  latch.  Made  in  three  sizes,  7",  8"  and  9"  high. 

1002  This  is  the  smaller  size  of  the  latch  illustrated  and  described 
on  the  opposite  page,  and  measures  2"  wide,  8V2"  high. 

1006  English  import  latch  of  the  late  17th  and  early  18th 
centuries,  of  pierced  cusp  design.  Originally  made  when  labor  was 
plentiful  but  iron  was  scarce,  the  cusps  of  this  latch  are  beaten 
out  paper  thin,  and  the  whole  latch  achieves  a  delicacy  as  a  result. 
Simple  strap  grasp,  with  a  minimum  of  filing.  A  very  direct 
rendition,  and  a  good  early  interior  latch.  2%*'  wide,  9"  high. 

1007  Pennsylvania  German  Latch.  Dominating  upper  cusp  of 
spear  form  with  subordinate  bean  cusp  and  unornamented  ribbon 
grasp.  The  generous  sized  thumb  press  is  high  crowned  and  the 
lift  is  curved.  A  simple  interior  latch  of  good  type.  2%"  wide, 
8%"  high. 

1009  Handsome  and  delicate  latch  from  Pennsylvania.  This  is  a 
single  cusp  latch  with  the  lower  end  of  the  grasp  terminating  in 
a  nail  which  pierces  the  door  and  is  clinched.  Very  early  18th 
century,  the  design  is  Continental  and  possibly  French  or  Swiss. 
Thickness  of  the  cusp  diminishes  from  heel  to  tip,  and  the  filing 
and  shaping  are  very  sensitively  done.  Curved  rat  tail  lift.  1%" 
wide,  10"  high. 

1022  The  smaller  size  of  the  latch  illustrated  and  described  on 
the  first  page.  2%"  wide,  IOV2"  high. 


Always  specify  door  thickness  for  thumb  latches. 


1902 


SPRING  LATCHES 

These  exact  copies  of  original  latches  are  here  offered  for  the 
first  time  in  their  original  finish.  Back  plates  are  painted  black, 
but  the  fine  latchwork  is  hand  draw-filed  to  a  satin  finish  and 
waxed.  The  richness  thus  produced  is  authentic  and  dramatic  and 
explains  why  they  were  preferred  over  the  humbler  thumb  latches 
when  the  originals  were  new.  They  are  complete  with  two  hand 
made  brass  knobs,  rose,  and  shaft.  Because  they  are  made  right 
and  left  hand,  the  hand  of  the  door  must  be  specified,  and  to  fit 
the  shaft,  door  thickness  must  be  given.  See  installation  sheet  for 
hands  of  doors. 

1901  18th  century  style,  S1//'  square,  with  drive  keeper.  Keeper 
on  plates  or  mortise  type  optional.  Plate  is  hammered  sheet. 

1902  18th  century  style,  with  or  without  slide  bolt.  This  is  the 
so-called  wishbone  latch,  named  for  the  spring.  Hammered  sheet, 
with  drive  keeper  or  optional  keepers  as  listed  for  1901.  3%"  high, 
5%"  wide. 

1906  19th  century  type  of  square  latch,  with  slide  bolt  and  keeper 
on  plate.  Plate  of  rolled  sheet,  in  use  by  the  time  these  were  made. 
Door  plate  is  S1/^"  high,  4"  wide.  Plate  keeper  is  correct  for  this 
latch,  others  optional.  For  more  information  on  Spring  Latches 
see  Donald  Streeter’s  article  in  the  August,  1954  issue  of 
ANTIQUES  Magazine. 
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SURFACE  STRAP  and  RAM’S  HORN  SIDE  HINGES 

Surface  strap  hinges  such  as  the  T  and  Butterfly  Strap, 
originally  called  Cross  Garnets,  have  welded  pin  joints,  and  are 
mounted  on  the  faces  of  door  and  trim.  Both  are  early  types  of 
English  origin,  in  use  here  during  the  late  17th  and  18th  centuries, 
and  were  usually  nailed  in  place. 

1119  T  hinge  with  diamond  cut  finials  similar  to  the  diamond 
cut  glass  in  early  casements,  with  spear  finial  at  strap  end.  Forged 
in  diminishing  thickness  from  the  pin,  without  bevels.  9%"  high, 
14%"  long  overall.  Door  strap  is  13%"  long.  Upright  requires 
1%"  flush  trim  before  moldings. 

1123  Butterfly  strap  hinge  forged  in  diminishing  weight  from 
the  pin,  with  paper  thin  butterfly  tips,  which  are  slightly  bent 
to  hug  the  wood.  4%"  high  at  butterfly  end,  16"  long  overall.  Door 
strap  with  early  thumb  shape  is  13"  long.  Nicely  finished  with 
hand  filed  bevels.  Hinge  requires  flush  trim  3"  wide  before  moldings. 

1127  Ram’s  Horn  hinge  from  Pennsylvania.  This  ancient  design 
was  executed  by  early  American  smiths  in  forms  such  as  this. 
It  has  the  freedom  of  good  work  which  is  shaped  hot,  and  is  almost 
entirely  finished  at  the  forge,  with  little  bench  work.  5"  wide, 
IIV2"  high.  Requires  a  door  stile  4y2"  wide  if  hung  with  mortise 
butts,  4"  wide  if  hung  with  drive  pintles.  See  installation  sheet 
for  both  methods. 


Always  furnish  door  thickness  for  hinges. 


1126S 

OFFSET 

SHUTTER 

HINGE 


1137 


1126 


1120 


STRAP  HINGES 

Strap  hinges,  the  1.8th  century  Hooks  and  Hinges,  are  of  very 
old  precedent.  They  had  a  more  varied  use  than  any  other  type 
of  hinge,  and  occur  in  almost  endless  variety.  Many  of  them  were 
the  products  of  local  smiths,  made  to  meet  local  needs.  18th 
century  door  frames  being  of  solid  timbers,  they  were  usually 
hung  on  hooks,  or  pintles,  driven  through  the  frames  and  clinched. 
For  modern  door  frames,  however,  which  are  built  up  of  boards, 
the  drive  pintle  is  unsuitable,  and  the  mortise  butt  is  preferred. 
See  installation  sheet  for  both  methods.  Special  copies  of  local 
work  can  be  furnished  at  somewhat  higher  cost. 

1120  Pennsylvania  German  hinge  with  oval  cusp  and  character¬ 
istic  finial.  Point  is  bent  slightly  to  hug  the  wood  and  avoid 
catching  on  cloth  or  paint  brushes,  a  detail  not  overlooked  by  the 
original  maker,  and  duplicated  in  these  reproductions.  21/2/'  wide 
at  cusp,  22"  long.  Like  the  originals,  these  hinges  are  freehand- 
forged  without  bevels. 

11 26  Simplest  of  all  strap  hinges,  and  of  general  use  throughout 
the  colonies.  Forged  with  bevels  and  the  long  taper  found  in  the 
best  of  its  type.  We  make  this  hinge  and  1137  in  many  sizes,  from 
7"  ones  for  small  casements  to  extra  heavy  duty  ones  for  gates 
and  garages.  See  price  sheet  for  sizes. 

1126S  Offset  hinge,  used  on  shutters  or  doors  which  have  to 
swing  past  protruding  moldings  or  other  obstructions.  See  price 
sheet  and  installation  sheet  for  information  required  with  order. 

1137  Hinge  of  the  same  origins  and  general  use  as  1126,  and 
made  in  the  same  sizes.  See  price  sheet  for  sizes. 

Always  specify  door  thickness  for  hinges. 


STRAP  HINGES,  continued 
and  MORAVIAN  SIDE  HINGE 
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1122  Moravian  Side  Hinge.  This  graceful  hinge,  used  on  panel 
doors,  is  delicately  forged  to  very  thin  edges,  sloping  in  all 
directions  from  the  sturdy  work  at  the  joint,  and  is  one  of  the 
most  pleasing  of  the  many  hinges  of  this  type.  It  requires  a  door 
having  stiles  at  least  41/2"  wide,  allowing  the  clover  leaf  element 
of  the  design  to  project  on  the  rail,  provided  mortise  butts  are 
used.  If  drive  pintles  are  used  only  4"  stiles  are  needed.  4%"  high, 
6"  wide  overall.  All  edges  of  the  door  plate  have  delicately  hand 
filed  bevels. 

1121+  A  favorite  Pennsylvania  German  form  which  occurs  in 
variety.  As  with  hinge  1120,  the  points  are  bent  to  hug  the  wood. 
Hinge  is  forged  freehand  from  2"  x  %"  bar  iron,  and  tapers  in 
thickness  from  the  joint.  Widest  point  is  2%",  and  hinge  is 
17%"  overall. 

1131  Small  hinge  from  Pennsylvania,  of  English  origin.  Formerly 
attributed  to  the  German  settlements,  the  same  form  found  in 
excavations  at  Jamestown  indicates  the  English  influence.  1%" 
wide  at  cusp,  10%"  long. 

111+6  Hinge  from  the  Dutch  settlements  in  the  Hudson  Valley. 
The  cusp  is  wider  and  rounder  than  the  Pennsylvania  version. 
Usually,  these  cusped  hinges  are  found  shorter  than  plain  strap 
hinges,  perhaps  because  the  cluster  of  fastenings  at  the  cusp 
made  extra  length  unnecessary.  3%"  wide  at  cusp,  18"  long. 


Always  furnish  door  thickness  for  hinges. 


1104HL  1103H  1104HF  1113  1114 


H,  HL  and  BUTTERFLY  HINGES 

These  H  and  HL  hinges  are  faithfully  copied  from  good 
originals  in  the  manner  described  by  Moxon  in  1703  in  his 
Mechanic  Exercises.  The  essential  element  of  this  original  method 
is  the  forge  welded  joint,  which  imparts  great  strength  with  little 
bulk.  This  form  is  unsuitable  to  machine  processes,  and  only  by 
Moxon’s  way  can  the  original  pin  size  and  joint  strength  be 
maintained,  and  a  true  copy  result.  We  are  the  first  and  only 
American  craftsmen  of  today  who  make  a  full  line  of  hinges  in 
this  manner  for  national  sale.  These  are  the  H  hinges  which 
antiquarians  say  look  just  like  originals  but  work  a  lot  better. 
See  installation  sheet  for  various  ways  to  mount  them. 

1103H  to  1110H  H  hinges  from  3"  to  10".  See  price  sheet  for  sizes. 

1105HL  to  1110HL  HL  hinges,  from  4"  to  10".  See  price  sheet 
for  sizes. 

110AHF  Early  H  hinge  with  foliated  ends.  Late  17th  to  early 
18th  century.  Very  delicately  made,  with  hand-filed  bevels  and 
thinned  extremities.  Sometimes  called  Queen  Anne  hinges.  Made 
also  as  HL  hinges. 

Our  Butterfly  hinges  are  made  with  welded  pin  joints  too, 
like  the  H  hinges,  in  this  case  welding  the  entire  width  of  each 
leaf  in  the  original  manner.  Hand  forged  hot  to  butterfly  shape, 
with  hand  filed  bevels  and  paper  thin  edges.  Fine,  accurate  copies 
of  the  late  17th  to  early  18th  century  Dovetails. 

Butterfly  hinges  were  used  on  cupboards,  closets,  tables 
and  desks. 

1112  Butterfly  hinge,  3 l/i"  wide  overall,  21/2'"  high  at  tips. 

1113  Butterfly  hinge,  3%"  wide  overall,  3"  high  at  tips. 

11  lip  Butterfly  hinge,  4"  wide  overall,  3%"  high  at  tips. 

1115  Butterfly  hinge,  3"  wide  overall,  2%"  high  at  tips. 

Furnish  door  thickness  if  nails  are  to  be  used  with  HL  or  Butterfly  hinges. 


1202 


1134 
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1102 


BAR  LATCHES  and  RAT  TAIL  HINGES 


Bar  latches  are  simple  latches  for  use  on  doors  which  open 
from  one  side  only,  such  as  cupboards  and  linen  closets.  See 
installation  sheet  for  use  of  thumb  latches  with  walk-in  closets. 
Little  historical  precedent  exists  for  their  use,  and  while  they 
might  be  inappropriate  in  museum  type  restorations,  they  are 
excellent  solutions  to  the  latching  problems  on  the  many  more 
cupboards  we  build  today.  They  are  self-latching  and  reversible 
left  or  right.  See  price  sheet  for  sizes. 

1202  Bar  latch  mounted  on  plates  with  brass  knob.  Smooth 
hammered  and  hand  filed  to  a  nice  finish  consistent  with  old 
cabinet  hardware. 

1203  Bar  latch  with  staple  guard  and  spike  keeper  with  rat  tail 
lift.  Less  formal  type  of  latch,  not  so  smoothly  finished  as  1202. 
Furnish  door  thickness  for  staple  guard.  Largest  size  is  for  a  gate. 

PULLS:  For  cabinet  doors  and  drawers,  we  make  pulls  without 
latches,  in  designs  to  match  latches  1001  and  1002.  See  price  sheet 
for  sizes. 

Rat  tail  hinges  are  made  in  pairs  either  right  or  left  hand, 
so  the  hands  of  doors  must  be  specified.  See  installation  sheet  for 
use  and  information  required. 

1101  Rat  tail  hinge  with  decorative  leaf  for  surface  mounting. 
41/2"  high  overall,  leaf  1%"  wide  overall. 

1102  Rat  tail  hinge  with  plain  leaf,  for  mortise  mounting  or 
offset.  See  installation  sheet  for  use.  41/?"  high  overall,  leaf  1%" 
wide  overall. 

113U  Rat  tail  strap  hinge  for  batten  door.  4"  high  overall,  7" 
strap.  Note:  Strap  hinges  1126  or  1137  may  be  substituted  for 
the  hinge  shown  with  this  rat  tail. 

Give  door  thickness  if  nails  are  for  use  with  Bar  latches  or  Rat  Tail  hinges. 


1503 


1517  1519 


BOLTS,  HASPS,  and  HOOKS 

These  replicas  of  18th  century  hand  forged  bolts  have  steel 
springs  forge  welded  to  the  bases  of  the  shafts,  running  the  full 
length,  and  hand  filed  locking  notches,  assuring  easy  operation, 
long  life  and  positive  lock.  Optional  keepers  of  drive  staple  type 
for  early  restorations  with  solid  door  frames,  mortise,  offset  for 
doors  swinging  out,  and  floor  plates  when  used  as  foot  bolts, 
can  be  supplied  on  request.  Made  in  several  sizes. 

1501  Spring  bolt  on  plain  plate,  with  scroll  grasp. 

1502  Spring  bolt  with  decorative  plate  and  long  knob  handle. 

1503  Spring  bolt  on  plain  plate  with  long  knob  handle. 

1505  Spring  bolt  on  decorative  plate  with  scroll  grasp. 

1517  Hasp  and  staples.  Late  17th  to  18th  century  form,  for  use 
with  padlocks.  See  price  sheet  for  several  sizes.  Give  wood  thick¬ 
ness  for  staples,  which  should  go  through  and  clinch  if  possible. 

1519  Hooks  and  staples.  Simple  locking  device  for  doors,  case¬ 
ments,  shutters,  etc.  Welded  eyes  and  twisted  square  shanks,  in 
early  form.  Several  sizes  listed  in  price  sheet.  Give  wood  thick¬ 
ness  for  staples. 


SASH  LOCKS,  SPRINGS  and  BALANCES 

The  introduction  of  double  hung  sash  to  America  brought 
with  it  the  need  for  different  hardware.  The  pieces  here  shown 
were  used  during  the  18th  century  for  locking  or  regulating  the 
movement  of  the  sash  without  weights. 

1505  Sash  locking  peg.  Simplest  of  all  18th  century  sash  locks. 
A  hole  is  drilled  through  the  top  rail  of  the  lower  sash  near  the 
right  stile,  and  part  way  through  the  lower  rail  of  the  upper  sash, 
into  which  the  peg  is  thrust  as  a  lock.  The  peg  hangs  on  a  rawhide 
thong  nailed  to  the  trim.  Peg  is  3"  long,  diameter.  With  thong 
and  nail. 

1525  Moravian  sash  balance  with  counterweight  knob,  from  the 
Sisters’  House  in  Old  Salem,  Winston-Salem,  North  Carolina,  and 
copied  by  us  for  the  restored  Tavern.  This  decorative  and  effective 
device  is  attached  to  the  left  stile  of  the  lower  sash  with  a  round 
head  wood  screw  which  acts  as  a  pivot.  As  the  sash  is  raised,  the 
knob  acts  as  a  counterweight,  and  causes  the  lip  to  rest  in  slots 
cut  into  the  stop  at  any  convenient  heights,  holding  the  window 
open  at  those  points.  Not  a  lock,  but  an  excellent  balance  in  lieu  of 
sash  weights.  5"  long  overall.  Can  be  used  with  1505. 

1525  Spring  sash  holders.  These  are  the  springs  for  “windows 
which  go  ivith  springs ”  instead  of  sash  weights  and  pulleys.  Set 
into  the  sash  run,  the  lip  locks  the  lower  sash,  and  when  pressed 
out  of  the  way  into  a  recess,  allows  the  sash  to  rise.  Slots  cut  into 
the  edge  of  the  sash  at  any  desired  heights  will  engage  the  spring 
and  hold  the  sash  open.  Either  offset  or  straight,  as  required  by 
the  trim.  7"  long,  forged  from  spring  steel.  Both  lock  and  balance 
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SHUTTER  DOGS 


From  the  originals  in  our  reference  library,  we  have  selected 
these  four  as  representative  of  their  types.  Their  purpose  is  to 
hold  window  shutters  back  against  the  wall.  They  can  be  turned 
in  horizontal  position  to  allow  the  shutter  to  swing,  and  the  counter¬ 
weight  will  cause  the  dog  to  return  to  the  vertical.  Usually  mounted 
on  spikes  for  masonry  or  brick  walls,  or  on  plates  for  wood  walls, 
they  can  be  ordered  and  furnished  either  way.  Your  originals  can 
be  copied  if  made  in  wrought  iron,  but  we  cannot  duplicate  the 
later  Victorian  cast  iron  ones. 

It  is  possible  that  many  originals  were  the  work  of  local 
smiths,  since  they  occur  in  such  variety  and  are  so  freely  forged. 
This  varied  spontaneity  adds  much  to  the  charm  of  these  graceful 
and  useful  pieces. 

1510  This  seems  to  have  been  a  universal  favorite  made  in  many 
forms.  This  one  is  from  New  Jersey  and  has  a  disk-shaped  shutter 
stop,  diamond  shaped  swivel  section  and  nicely  rounded  rat  tail 
counterweight.  1%"  wide  at  top,  5l/2"  high. 

1511  From  New  York  State,  this  dog  has  a  generally  flat  tapered 
form  with  daintily  scrolled  diamond  shutter  stop,  round  swivel, 
with  double  angle  scrolled  and  flared  counterweight.  Tapers  in 
thickness  from  center  in  both  directions.  1%"  wide  at  base, 
5l/2”  high. 

1513  A  most  satisfying  design,  with  double  tapered  round  shutter 
stop,  disk  shaped  swivel,  and  widely  flared  scroll  counterweight. 
Many  changes  of  cross  section  impart  a  sculptural  quality.  2%" 
wide  at  scroll,  5l/2"  high. 

1515  This  design  achieves  distinction  by  the  freedom  of  forging 
and  the  manner  in  which  the  original  smith  treated  the  top  section. 
Double  angle  scrolled  shutter  stop  and  swivel  section,  with  round 
tapered  rat  tail  counterweight.  1%"  wide,  61/?"  high. 
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FURNITURE  HARDWARE 

The  scarcity  of  antique  furniture  early  enough  to  require 
hand  forged  iron  fittings,  and  the  demand  for  our  house  hardware, 
have  caused  us  to  discontinue  making  many  of  our  furniture  items 
and  restrict  our  production  to  the  ones  shown  here.  When  time 
permits,  we  will  continue  to  make  special  copies  to  order.  Naturally, 
such  work  is  considerably  higher  in  cost  than  stock  items  in  like 
design.  Please  write  first  before  sending  hardware  for  special 
copying  or  repairs. 

In  addition  to  the  hardware  on  this  page,  our  butterfly,  rat 
tail  and  H  and  HL  hinges  are  suitable  for  restoration  of  antique 
furniture  and  can  be  supplied  in  any  of  the  finishes  listed  in 
the  price  sheet. 

1509  Offset  bolt,  for  cupboard  doors  or  casements,  or  other  places 
requiring  an  offset  shaft.  No  keepers  are  used  with  these  bolts, 
since  they  are  usually  thrust  into  slots  in  the  wood.  See  price 
sheet  for  sizes. 

1515  Chest  lifts  with  modified  heart  plate  and  bail  handles.  See 
price  sheet  for  sizes. 

1129  Chest  hinge  from  Pennsylvania.  Lid  strap  is  14"  long,  with 
facing  tulip  bud  finials  in  matched  pairs.  Tail  strap  6"  long. 

1133  Chest  hinges,  English  type.  Flared  tails,  with  fish  tail 
finials  at  lid  straps.  See  price  sheet  for  sizes. 
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FORGED  NAILS  and  RIVETS 

Forged  nails  and  rivets  are  needed  in  many  places  for  au¬ 
thentic  restoration,  and  we  can  supply  them  in  almost  every  size 
and  style  of  the  originals.  Nails  are  used  to  affix  hardware,  build 
batten  doors,  and  other  places  where  they  will  show  in  the  finished 
work.  Most  used  is  the  rose  head,  with  head  formed  by  four 
hammer  blows,  which  we  make  from  best  quality  soft  cut  clinch 
nails,  reforging  each  one  individually  while  hot.  They  are  available 
with  reforged  heads  and  regular  cut  points,  for  use  where  only 
the  heads  will  show,  and  with  reforged  heads  and  points,  for 
attaching  hardware  and  building  batten  doors,  or  wherever  both 
head  and  clinched  end  will  show.  They  will  clinch  easily  and  neatly 
without  breaking,  and  when  finished  will  look  exactly  like  18th 
century  nails. 

Other  types  of  nails,  such  as  L  headed  rafter  spikes  and  T 
headed  flooring  and  finish  nails  can  also  be  supplied.  See  price 
sheet  for  sizes  and  prices  of  nails  and  rivets. 

Rivets  are  used  for  attaching  strap  hinges  and  other  purposes, 
and  are  hand  forged  from  pure  Swedish  wrought  iron,  the  softest 
and  most  malleable  iron  known,  and  will  rivet  neatly  and  easily. 
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